
The Power of Simplicity



Kostengünstige, kompakte Kameras mit professionellen Funktionen

Mit der WiseNet Lite Serie präsentiert Samsung Techwin eine kostengünstige Produktlinie, die über ideale Funktionen 
für die Absicherung von kleinen und mittelgroßen Applikationen verfügt – perfekt für kompakte, professionelle 
Videoüberwachungslösungen. 

Umfassende Auswahl an Kameras für den Innen- und Außenbereich 
Die WiseNet Lite Serie bietet eine große Auswahl an Bullet-, Dome- und vandalismusgeschützten Kameramodellen für 
den Innen- und Außenbereich. Sie deckt damit zahlreiche Anforderungen von Einzelhandel, Banken, Privatanwesen 
oder Büros ab. Egal, für welches Modell Sie sich entscheiden – über eine gestochen scharfe und klare Bildqualität 
verfügt jede WiseNet Lite Kamera. 
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The Power of Simplicity

IR BULLET DOME IR DOME IR VANDAL

2MP

1.3MP

SNO-L6083R SND-L6083R SNV-L6083R

SNO-L5083R SNV-L5083RSND-L5083RSND-L5013

SNO-L6013R SND-L6013 SND-L6012 SND-L6013R

•	 1.3 bis 2 Megapixel Auflösung
•	 Hallway View (90°/270° Rotation)
•	 Bewegungs- und Manipulationserkennung
•	 Audio-Unterstützung
•	 IR-Beleuchtung von bis zu 20 Metern

•	 Bildrate: 30fps bei allen Auflösungen (H.264)
•	 LDC (Lens Distortion Correction)
•	 Edge Storage (Micro SD/SDHC 32GB, NAS)
•	 IP66/IK10 (Modelle für den Außenbereich)
•	 Kompaktes Design 



Konventionell Lens Distortion Correction

Hallway View für die Überwachung von vertikalen Bereichen
Bei Korridoren, Fluren, Tunneln oder Gängen verursachen traditionelle horizontale Videos unnötigen Bandbreiten- und 
Speicherverbrauch, da sie an den Bildseiten Material aufnehmen, das nicht benötigt wird. Mit dem Hallway View wird 
ein Bild im 3:4 and 9:16 Seitenverhältnis erzeugt: ein vertikales Video, das in engen Bereichen die Bildqualität 
maximiert.

Minimale Bildverzeichnung Dank Lens Distortion Correction 
Objektivverzeichnungen treten recht häufig am äußeren Randbereich von Videobildern auf. Mit der Lens Distortion 
Correction Technologie werden solche Bildstörungen ausgeglichen. 
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Konventionell

Hallway View 
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Auf kleine und mittelgroße Anwendungen spezialisiert
Die WiseNet Lite Serie stellt sich jeder Herausforderung, insbesondere bei kleinen und mittelgroßen Applikationen. 
•	 Durch den Einsatz der WiseNet Lite Serie im Zusammenspiel mit dem PoE NVR als Netzwerklösung lassen sich 

Installations- und Wartungskosten einsparen.
•	 Installieren Sie Kameras in Eingangsbereichen, bei Parkplätzen, vor Aufzügen, in Korridoren, Gängen und an 

zahlreichen weiteren Orten. 
Mit diesen professionellen Überwachungskameras schaffen Sie eine sichere Umgebung, die exakt den Anforderungen 
entspricht.

Drei Videoströme von einer einzigen Kamera

Die WiseNet Lite Serie überträgt gleichzeitig bis zu drei 
Videoströme, die in Auflösung und Bildrate passend zum 
Einsatzzweck angeglichen werden können. Die Ströme können 
live betrachtet und aufgezeichnet und auch auf einem mobilen 
Endgerät verfolgt werden. Die Entscheidung liegt ganz bei 
Ihnen!

Edge Storage Unterstützung

Gestalten Sie Ihr Sicherheitssystem so einfach und kosten-
günstig wie möglich, indem Sie die Videosignale direkt auf eine 
Micro SD/SDHC Speicherkarte (32GB) oder ein NAS (Network 
Attached Storage) speichern.

Audiofunktionalität

Das eingebaute Mikrofon bei den Modellen für den Innenbereich 
bzw. der Line-in-Eingang bei den Outdoor-Kameras erhöht die 
Sicherheit durch Audiofunktionalität.

Geräteschutz durch wasserdichten Anschluss

Verbinden Sie einfach den wasserdichten Anschluss mit dem 
LAN-Kabel – so reduzieren Sie die Installationskosten und 
schützen das Gerät vor Nässe und Feuchtigkeit. 

PoE NVR SRN-
1673S/873S/473S

Live Mobile

Aufzeichnung

WiseNet Lite Serie

Kaufhaus Kassenbereich

Mitarbeiterbereich Parkplatz

Lagerraum Aufzüge

Eingangsbereich Lobby
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Product Comparison Chart

SNO-L6083R SNO-L6013R SNO-L5083R SND-L6013 SND-L6012 SND-L5013

Resolution 2MP 2MP 1.3MP 2MP 2MP 1.3MP

VIDEO

Imaging Device 1/2.9" 2.19M CMOS 1/2.9" 2.19M CMOS 1/3" 1.37M CMOS 1/2.9" 2.19M CMOS 1/2.9" 2.19M CMOS 1/3" 1.37M CMOS

Video Compression Format H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG

Resolution / Max. Frame Rate 2M / 30fps 2M / 30fps 1.3M / 30fps 2M / 30fps 2M / 30fps 1.3M / 30fps

Streaming Capacity Multiple (Up to 3 profiles) Multiple (Up to 3 profiles) Multiple (Up to 3 profiles) Multiple (Up to 3 profiles) Multiple (Up to 3 profiles) Multiple (Up to 3 profiles)

Max. User Access 6 (Unicast) 6 (Unicast) 6 (Unicast) 6 (Unicast) 6 (Unicast) 6 (Unicast)

Min. Illumination (30 IRE)
Color : 0.095Lux

B/W : 0Lux (IR LED on)

Color : 0.15Lux

B/W : 0Lux (IR LED on)

Color : 0.04Lux

B/W : 0Lux (IR LED on)

Color : 0.15Lux

B/W : 0.15Lux

Color : 0.15Lux

B/W : 0.15Lux

Color : 0.085Lux

B/W : 0.085Lux

Video Output - - - - - -

Lens
2.8 ~ 12mm (4.3x) 

V/F (F1.4)
3.6mm fixed (F1.8)

2.8 ~ 12mm (4.3x) 

V/F (F1.4)
3.6mm fixed (F1.8) 2.8mm fixed (F1.8) 3.6mm fixed (F1.8)

Angular Field of View

H : 103.8°(Wide) ~ 32.4°(Tele) / 

V : 53.7°(Wide) ~ 18.4°(Tele) /

D : 121.9°(Wide) ~ 37.1°(Tele)

H : 86.5° / V : 47.8° / 

D : 101.2°

H : 88.2°(Wide) ~ 28.6°(Tele) /

V : 69.4°(Wide) ~ 23.0°(Tele) /

D : 117.3°(Wide) ~ 36.2°(Tele)

H : 86.5° / V : 47.8° / 

D : 101.2°

H : 110° / V : 61° / 

D : 125°

H : 74° / V : 58° / 

D : 97°

Focus Control Manual - Manual - - -

OPERATIONAL

IR Viewable Length 20m (65.62ft) 20m (65.62ft) 20m (65.62ft) - - -

Pan / Tilt / Rotate - - -
0° ~ 350° / 0° ~ 67° / 

0° ~ 355°

0° ~ 350° / 0° ~ 67° / 

0° ~ 355°

0° ~ 350° / 0° ~ 67° / 

0° ~ 355°

Day & Night True (ICR) True (ICR) True (ICR) Electrical Electrical Electrical

Backlight Compensation BLC BLC BLC BLC BLC BLC

Digital Noise Reduction SSNR SSNR SSNR SSNR SSNR SSNR

Digital Image Stabilization - - - - - -

Intelligent Video Analytics

Motion detection 

with metadata, 

Tampering

Motion detection 

with metadata, 

Tampering

Motion detection 

with metadata, 

Tampering

Motion detection 

with metadata, 

Tampering

Motion detection 

with metadata, 

Tampering

Motion detection 

with metadata, 

Tampering

FEATURES

Protocol
ONVIF profile S & G, 

SUNAPI

ONVIF profile S & G, 

SUNAPI

ONVIF profile S & G, 

SUNAPI

ONVIF profile S & G, 

SUNAPI

ONVIF profile S & G, 

SUNAPI

ONVIF profile S & G, 

SUNAPI

Alarm I/O - - - - - -

Audio Uni-directional Uni-directional Uni-directional Uni-directional Uni-directional Uni-directional

Edge Storage micro SD/SDHC, NAS micro SD/SDHC, NAS micro SD/SDHC, NAS micro SD/SDHC, NAS micro SD/SDHC, NAS micro SD/SDHC, NAS

Environment Protection IP66, IK10 IP66 IP66, IK10 - - -

Operating Temperature

-30°C ~ +55°C

(-22°F ~ +131°F)

*Start up above -20°C (-4°F)

-30°C ~ +55°C

(-22°F ~ +131°F)

*Start up above -20°C (-4°F)

-30°C ~ +55°C

(-22°F ~ +131°F)

*Start up above -20°C (-4°F)

-10°C ~ +55°C

(+14°F ~ +131°F)

-10°C ~ +55°C

(+14°F ~ +131°F)

-10°C ~ +55°C

(+14°F ~ +131°F)

Power PoE (Max. 5.9W) PoE (Max. 5.7W) PoE (Max. 5.9W) PoE (Max. 2.4W) PoE (Max. 2.4W) PoE (Max. 2.4W)

Dimensions (WxHxD) / Weight

Ø70.0 x 246.0mm 

(Ø2.76" x 9.69")

700g (1.54 lb)

(Without sunshield)

Ø58.6 x 165.2mm 

(Ø2.31" x 6.5")

250g (0.55 lb)

(Without sunshield)

Ø70.0 x 246.0mm 

(Ø2.76" x 9.69")

650g (1.43 lb)

(Without sunshield)

Ø110.0 x 86.0mm 

(Ø4.33" x 3.39")

250g (0.55 lb)

Ø110.0 x 86.0mm 

(Ø4.33" x 3.39")

240g (0.53 lb)

Ø110.0 x 86.0mm 

(Ø4.33" x 3.39")

240g (0.53 lb)

Additional Features
Lens Distortion Correction,

Hallway view

Lens Distortion Correction,

Hallway view

Lens Distortion Correction,

Hallway view

Lens Distortion Correction,

Hallway view

Lens Distortion Correction,

Hallway view

Lens Distortion Correction,

Hallway view

IR Bullet / Dome
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Product Comparison Chart

SND-L6083R SND-L6013R SND-L5083R SNV-L6083R SNV-L5083R

Resolution 2MP 2MP 1.3MP 2MP 1.3MP

VIDEO

Imaging Device 1/2.9" 2.19M CMOS 1/2.9" 2.19M CMOS 1/3" 1.37M CMOS 1/2.9" 2.19M CMOS 1/3" 1.37M CMOS

Video Compression Format H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG

Resolution / Max. Frame Rate 2M / 30fps 2M / 30fps 1.3M / 30fps 2M / 30fps 1.3M / 30fps

Streaming Capacity Multiple (Up to 3 profiles) Multiple (Up to 3 profiles) Multiple (Up to 3 profiles) Multiple (Up to 3 profiles) Multiple (Up to 3 profiles)

Max. User Access 6 (Unicast) 6 (Unicast) 6 (Unicast) 6 (Unicast) 6 (Unicast)

Min. Illumination (30 IRE)
Color : 0.095Lux

B/W : 0Lux (IR LED on)

Color : 0.15Lux

B/W : 0Lux (IR LED on)

Color : 0.04Lux

B/W : 0Lux (IR LED on)

Color : 0.095Lux

B/W : 0Lux (IR LED on)

Color : 0.04Lux

B/W : 0Lux (IR LED on)

Video Output - - - - -

Lens
2.8 ~ 12mm (4.3x) 

V/F (F1.4)
3.6mm fixed (F1.8)

2.8 ~ 12mm (4.3x) 

V/F (F1.4)

2.8 ~ 12mm (4.3x) 

V/F (F1.4)

2.8 ~ 12mm (4.3x) 

V/F (F1.4)

Angular Field of View

H : 103.8°(Wide) ~ 32.4°(Tele) / 

V : 53.7°(Wide) ~ 18.4°(Tele) /

D : 121.9°(Wide) ~ 37.1°(Tele)

H : 86.5° / V : 47.8° / 

D : 101.2°

H : 88.2°(Wide) ~ 28.6°(Tele) / 

V : 69.4°(Wide) ~ 23.0°(Tele) /

D : 117.3°(Wide) ~ 36.2°(Tele)

H : 103.8°(Wide) ~ 32.4°(Tele) / 

V : 53.7°(Wide) ~ 18.4°(Tele) /

D : 121.9°(Wide) ~ 37.1°(Tele)

H : 88.2°(Wide) ~ 28.6°(Tele) / 

V : 69.4°(Wide) ~ 23.0°(Tele) /

D : 117.3°(Wide) ~ 36.2°(Tele)

Focus Control Manual - Manual Manual Manual

OPERATIONAL

IR Viewable Length 15m (49.21ft) 15m (49.21ft) 15m (49.21ft) 20m (65.62ft) 20m (65.62ft)

Pan / Tilt / Rotate
0° ~ 350° / 0° ~ 67° / 

0° ~ 355°

0° ~ 350° / 0° ~ 67° / 

0° ~ 355°

0° ~ 350° / 0° ~ 67° / 

0° ~ 355°

0° ~ 350° / 0° ~ 67° / 

0° ~ 355°

0° ~ 350° / 0° ~ 67° / 

0° ~ 355°

Day & Night True (ICR) True (ICR) True (ICR) True (ICR) True (ICR)

Backlight Compensation BLC BLC BLC BLC BLC

Digital Noise Reduction SSNR SSNR SSNR SSNR SSNR

Digital Image Stabilization - - - - -

Intelligent Video Analytics

Motion detection 

with metadata, 

Tampering

Motion detection 

with metadata, 

Tampering

Motion detection 

with metadata, 

Tampering

Motion detection 

with metadata, 

Tampering

Motion detection 

with metadata, 

Tampering

FEATURES

Protocol
ONVIF profile S & G, 

SUNAPI

ONVIF profile S & G, 

SUNAPI

ONVIF profile S & G, 

SUNAPI

ONVIF profile S & G, 

SUNAPI

ONVIF profile S & G, 

SUNAPI

Alarm I/O - - - - -

Audio Uni-directional Uni-directional Uni-directional Uni-directional Uni-directional

Edge Storage micro SD/SDHC, NAS micro SD/SDHC, NAS micro SD/SDHC, NAS micro SD/SDHC, NAS micro SD/SDHC, NAS

Environment Protection - - - IP66, IK10 IP66, IK10

Operating Temperature
-10°C ~ +55°C

(+14°F ~ +131°F)

-10°C ~ +55°C

(+14°F ~ +131°F)

-10°C ~ +55°C

(+14°F ~ +131°F)

-30°C ~ +55°C

(-22°F ~ +131°F)

*Start up above -20°C (-4°F)

-30°C ~ +55°C

(-22°F ~ +131°F)

*Start up above -20°C (-4°F)

Power PoE (Max. 5.4W) PoE (Max. 5.9W) PoE (Max. 5.4W) PoE (Max. 5.8W) PoE (Max. 5.8W)

Dimensions (WxHxD) / Weight

Ø119.8 x 98.8mm 

(Ø4.72" x 3.89")

290g (0.64 lb)

Ø110.0 x 86.0mm 

(Ø4.33" x 3.39")

245g (0.55 lb)

Ø119.8 x 98.8mm 

(Ø4.72" x 3.89")

290g (0.64 lb)

Ø137.0 x 106.1mm 

(Ø5.39" x 4.18")

670g (1.48 lb)

Ø137.0 x 106.1mm 

(Ø5.39" x 4.18")

670g (1.48 lb)

Additional Features
Lens Distortion Correction,

Hallway view

Lens Distortion Correction,

Hallway view

Lens Distortion Correction,

Hallway view

Lens Distortion Correction,

Hallway view

Lens Distortion Correction,

Hallway view

IR Dome / IR Vandal-Resistant



SNO-L6083RN/P

VIDEO
Imaging Device 1/2.9" 2.19M CMOS 
Total Pixels 2,000(H) x 1,121(V)
Effective Pixels 1,984(H) x 1,105(V)
Scanning System Progressive

Min. Illumination Color : 0.095Lux (1/30sec, F1.4), 0.002Lux (2sec, F1.4)     
B/W : 0Lux (IR LED on)

LENS
Focal Length (Zoom Ratio) 2.8 ~ 12mm (4.3x) varifocal
Max. Aperture Ratio F1.4

Angular Field of View H : 103.8˚(Wide) ~ 32.4˚(Tele) / V : 53.7˚(Wide) ~ 18.4˚(Tele) /
D : 121.9˚(Wide) ~ 37.1˚(Tele)

Min. Object Distance 0.5m (1.64ft)
Focus Control Manual
Lens Type DC auto iris
Mount Type Board type
OPERATIONAL
IR Viewable Length 20m (65.62ft)
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night True Day & Night
Backlight Compensation Off / BLC 	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max. 1fps at 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768,  

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Line in

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL

Operating Temperature / Humidity -30°C ~ +55°C (-22°F ~ +131°F) / Less than 90% RH
*Start up should be done at above -20°C (-4°F)

Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
Ingress Protection IP66 
Vandal Resistance IK10
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 5.9W 
MECHANICAL
Color / Material Dark gray / Metal
Dimensions (WxH) Ø70.0 x 246.0mm (Ø2.76" x 9.69") (Without sunshield)
Weight 700g (1.54 lb)

Key Features

• Max. 2M (1920 x 1080) resolution
• 2.8 ~ 12mm (4.3x) varifocal lens
• 0.095Lux@F1.4 (Color), 0Lux@F1.4 (B/W : IR LED on)
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 
• micro SD/SDHC memory slot, PoE 
• IR viewable length 20m, IP66, IK10
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)

Dimensions Unit : mm (inch)

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 
	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).

SNO-L6083R
2Megapixel Full HD Weatherproof Network IR Camera

FIRST EDITION 03-2015

* The latest product information / specification can be found at www.samsungsecurity.com
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SNO-L6013RN/P

VIDEO
Imaging Device 1/2.9" 2.19M CMOS 
Total Pixels 2,000(H) x 1,121(V)
Effective Pixels 1,984(H) x 1,105(V)
Scanning System Progressive

Min. Illumination Color : �0.15Lux (1/30sec, F1.8), 0.003Lux (2sec, F1.8)   
B/W : 0Lux (IR LED on)

LENS
Focal Length (Zoom Ratio) 3.6mm fixed
Max. Aperture Ratio F1.8
Angular Field of View H : 86.5˚ / V : 47.8˚ / D : 101.2˚ 
Min. Object Distance 0.5m (1.64ft)
Lens Type Fixed
Mount Type Board type
OPERATIONAL
IR Viewable Length 20m (65.62ft)
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night True Day & Night
Backlight Compensation Off / BLC 	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max. 1fps at 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768,  

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Line in

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL

Operating Temperature / Humidity -30°C ~ +55°C (-22°F ~ +131°F) / Less than 90% RH
*Start up should be done at above -20°C (-4°F)

Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
Ingress Protection IP66 
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 5.7W 
MECHANICAL
Color / Material Dark gray / Plastic
Dimensions (WxH) Ø58.6 x 165.2mm (Ø2.31" x 6.5") (Without sunshield)
Weight 250g (0.55 lb)

* The latest product information / specification can be found at www.samsungsecurity.com

Key Features

• Max. 2M (1920 x 1080) resolution
• 3.6mm fixed lens
• 0.15Lux@F1.8 (Color), 0Lux@F1.8 (B/W : IR LED on)
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 
• micro SD/SDHC memory slot, PoE 
• IR viewable length 20m, IP66
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)

Dimensions Unit : mm (inch)

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 
	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).

SNO-L6013R
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Key Features

• Max. 1.3M (1280 x 1024) resolution 
• 16 : 9 HD (720P) resolution support 
• 2.8 ~ 12mm (4.3x) varifocal lens
• 0.04Lux@F1.4 (Color), 0Lux@F1.4 (B/W : IR LED on) 
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 
• micro SD/SDHC memory slot, PoE 
• IR viewable length 20m, IP66, IK10
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)

SNO-L5083RN/P

VIDEO
Imaging Device 1/3" 1.37M CMOS
Total Pixels 1,312(H) x 1,069(V)
Effective Pixels 1,305(H) x 1,049(V)
Scanning System Progressive

Min. Illumination Color : �0.04Lux (1/30sec, F1.4), 0.001Lux (2sec, F1.4)   
B/W : 0Lux (IR LED on)

LENS
Focal Length (Zoom Ratio) 2.8 ~ 12mm (4.3x) varifocal
Max. Aperture Ratio F1.4

Angular Field of View H : 88.2˚(Wide) ~ 28.6˚(Tele) / V : 69.4˚(Wide) ~ 23.0˚(Tele) / 
D : 117.3˚(Wide) ~ 36.2˚(Tele)

Min. Object Distance 0.5m (1.64ft)
Focus Control Manual
Lens Type DC auto iris
Mount Type Board type
OPERATIONAL
IR Viewable Length 20m (65.62ft)
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night True Day & Night
Backlight Compensation Off / BLC 	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution �1280 x 1024, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max. 1fps at 1280 x 1024, 1280 x 960, 1280 x 720, 1024 x 768,  

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Line in

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL

Operating Temperature / Humidity -30°C ~ +55°C (-22°F ~ +131°F) / Less than 90% RH
*Start up should be done at above -20°C (-4°F)

Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
Ingress Protection IP66 
Vandal Resistance IK10
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 5.9W 
MECHANICAL
Color / Material Dark gray / Metal
Dimensions (WxH) Ø70.0 x 246.0mm (Ø2.76" x 9.69") (Without sunshield)
Weight 650g (1.43 lb)

* The latest product information / specification can be found at www.samsungsecurity.com

Dimensions Unit : mm (inch)

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 
	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).

SNO-L5083R
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Dimensions Unit : mm (inch)

Key Features

• Max. 2M (1920 x 1080) resolution
• 3.6mm fixed lens
• 0.15Lux@F1.8 (Color), 0.15Lux@F1.8 (B/W)
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 	
• micro SD/SDHC memory slot, PoE 
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)

SND-L6013N/P

VIDEO
Imaging Device 1/2.9" 2.19M CMOS 
Total Pixels 2,000(H) x 1,121(V)
Effective Pixels 1,984(H) x 1,105(V)
Scanning System Progressive

Min. Illumination Color : �0.15Lux (1/30sec, F1.8), 0.003Lux (2sec, F1.8)
B/W : 0.15Lux (1/30sec, F1.8)

LENS
Focal Length (Zoom Ratio) 3.6mm fixed
Max. Aperture Ratio F1.8
Angular Field of View H : 86.5˚ / V : 47.8˚ / D : 101.2˚ 
Min. Object Distance 0.5m (1.64ft)
Lens Type Fixed
Mount Type Board type
PAN / TILT / ROTATE
Pan / Tilt / Rotate Range 0° ~ 350° / 0° ~ 67° / 0° ~ 355°
OPERATIONAL
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night Electric Day & Night
Backlight Compensation Off / BLC 	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max.1fps at 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768,  

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Built-in mic

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL
Operating Temperature / Humidity -10°C ~ +55°C (+14°F ~ +131°F) / Less than 90% RH
Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 2.4W 
MECHANICAL
Color / Material Ivory / Plastic
Dimensions (WxH) Ø110.0 x 86.0mm (Ø4.33" x 3.39")
Weight 250g (0.55 lb)* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 

	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).
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* The latest product information / specification can be found at www.samsungsecurity.com

SND-L6013
2Megapixel Full HD Network Dome Camera
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SBP-300LMSBP-301HM7 SBP-300CM SBP-300WM1 SBP-300WM SBP-300B SBP-300PM SBP-300KM
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Dimensions Unit : mm (inch)

Key Features

• Max. 2M (1920 x 1080) resolution
• 2.8mm fixed lens
• 0.15Lux@F1.8 (Color), 0.15Lux@F1.8 (B/W)
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 	
• micro SD/SDHC memory slot, PoE 
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)

SND-L6012N/P

VIDEO
Imaging Device 1/2.9" 2.19M CMOS 
Total Pixels 2,000(H) x 1,121(V)
Effective Pixels 1,984(H) x 1,105(V)
Scanning System Progressive

Min. Illumination Color : �0.15Lux (1/30sec, F1.8), 0.003Lux (2sec, F1.8)
B/W : 0.15Lux (1/30sec, F1.8)

LENS
Focal Length (Zoom Ratio) 2.8mm fixed
Max. Aperture Ratio F1.8
Angular Field of View H : 110˚ / V : 61˚ / D : 125˚
Min. Object Distance 0.5m (1.64ft)
Lens Type Fixed
Mount Type Board type
PAN / TILT / ROTATE
Pan / Tilt / Rotate Range 0° ~ 350° / 0° ~ 67° / 0° ~ 355°
OPERATIONAL
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night Electric Day & Night
Backlight Compensation Off / BLC 	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max.1fps at 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768,  

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Built-in mic

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL
Operating Temperature / Humidity -10°C ~ +55°C (+14°F ~ +131°F) / Less than 90% RH
Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 2.4W
MECHANICAL
Color / Material Ivory / Plastic
Dimensions (WxH) Ø110.0 x 86.0mm (Ø4.33" x 3.39")
Weight 240g (0.53 lb)* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 

	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).
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* The latest product information / specification can be found at www.samsungsecurity.com

SND-L6012
2Megapixel Full HD Network Dome Camera

PRELIMINARY

Accessories (Optional)

SBP-300LMSBP-301HM7 SBP-300CM SBP-300WM1 SBP-300WM SBP-300B SBP-300PM SBP-300KM
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Dimensions Unit : mm (inch)

Key Features

• Max. 1.3M (1280 x 1024) resolution 
• 16 : 9 HD (720P) resolution support 
• 3.6mm fixed lens
• 0.085Lux@F1.8 (Color), 0.085Lux@F1.8 (B/W)
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 	
• micro SD/SDHC memory slot, PoE 
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)

SND-L5013N/P

VIDEO
Imaging Device 1/3" 1.37M CMOS
Total Pixels 1,312(H) x 1,069(V)
Effective Pixels 1,305(H) x 1,049(V)
Scanning System Progressive

Min. Illumination Color : �0.085Lux (1/30sec, F1.8),  0.0008Lux (2sec, F1.8)    
B/W : 0.085Lux (1/30sec, F1.8)

LENS
Focal Length (Zoom Ratio) 3.6mm fixed
Max. Aperture Ratio F1.8
Angular Field of View H : 74˚ / V : 58˚ / D : 97˚ 
Min. Object Distance 0.5m (1.64ft)
Lens Type Fixed
Mount Type Board type
PAN / TILT / ROTATE
Pan / Tilt / Rotate Range 0° ~ 350° / 0° ~ 67° / 0° ~ 355°
OPERATIONAL
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night Electric Day & Night
Backlight Compensation Off / BLC 	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution �1280 x 1024, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max. 1fps at 1280 x 1024, 1280 x 960, 1280 x 720, 1024 x 768, 

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Built-in mic

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL
Operating Temperature / Humidity -10°C ~ +55°C (+14°F ~ +131°F) / Less than 90% RH
Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 2.4W 
MECHANICAL
Color / Material Ivory / Plastic
Dimensions (WxH) Ø110.0 x 86.0mm (Ø4.33" x 3.39")
Weight 240g (0.53 lb)* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 

	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).

* The latest product information / specification can be found at www.samsungsecurity.com
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1.3Megapixel HD Network Dome Camera
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Accessories (Optional)

SBP-300LMSBP-301HM7 SBP-300CM SBP-300WM1 SBP-300WM SBP-300B SBP-300PM SBP-300KM
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Dimensions Unit : mm (inch)

Key Features

• Max. 2M (1920 x 1080) resolution
• 2.8 ~ 12mm (4.3x) varifocal lens
• 0.095Lux@F1.4 (Color), 0Lux@F1.4 (B/W : IR LED on)
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 
• micro SD/SDHC memory slot, PoE 
• IR viewable length 15m
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)

SND-L6083RN/P

VIDEO
Imaging Device 1/2.9" 2.19M CMOS 
Total Pixels 2,000(H) x 1,121(V)
Effective Pixels 1,984(H) x 1,105(V)
Scanning System Progressive

Min. Illumination Color : �0.095Lux (1/30sec, F1.4), 0.002Lux (2sec, F1.4)    
B/W : 0Lux (IR LED on)

LENS
Focal Length (Zoom Ratio) 2.8 ~ 12mm (4.3x) varifocal
Max. Aperture Ratio F1.4

Angular Field of View H : 103.8˚(Wide) ~ 32.4˚(Tele) / V : 53.7˚(Wide) ~ 18.4˚(Tele) /
D : 121.9˚(Wide) ~ 37.1˚(Tele)

Min. Object Distance 0.5m (1.64ft)
Focus Control Manual
Lens Type DC auto iris
Mount Type Board type
PAN / TILT / ROTATE
Pan / Tilt / Rotate Range 0° ~ 350° / 0° ~ 67° / 0° ~ 355°
OPERATIONAL
IR Viewable Length 15m (49.21ft)
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night True Day & Night
Backlight Compensation Off / BLC	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max. 1fps at 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768,  

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Built-in mic

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL
Operating Temperature / Humidity -10°C ~ +55°C (+14°F ~ +131°F) / Less than 90% RH
Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 5.4W 
MECHANICAL
Color / Material Ivory / Plastic
Dimensions (WxH) Ø119.8 x 98.8mm (Ø4.72" x 3.89")
Weight 290g (0.64 lb)

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 
	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).

* The latest product information / specification can be found at www.samsungsecurity.com

SND-L6083R
2Megapixel Full HD Network IR Dome Camera

FIRST EDITION 03-2015

Accessories (Optional)

SBP-300LMSBP-301HM4 SBP-300CM SBP-300WM1 SBP-300WM

SBP-300B

SHD-3000F2

SBP-300PM

SBP-300KM
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Dimensions Unit : mm (inch)

Key Features

• Max. 2M (1920 x 1080) resolution
• 3.6mm fixed lens
• 0.15Lux@F1.8 (Color), 0Lux@F1.8 (B/W : IR LED on)
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 
• micro SD/SDHC memory slot, PoE 
• IR viewable length 15m
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)
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SND-L6013RN/P

VIDEO
Imaging Device 1/2.9" 2.19M CMOS 
Total Pixels 2,000(H) x 1,121(V)
Effective Pixels 1,984(H) x 1,105(V)
Scanning System Progressive

Min. Illumination Color : �0.15Lux (1/30sec, F1.8), 0.003Lux (2sec, F1.8)   
B/W : 0Lux (IR LED on)

LENS
Focal Length (Zoom Ratio) 3.6mm fixed
Max. Aperture Ratio F1.8
Angular Field of View H : 86.5˚ / V : 47.8˚ / D : 101.2˚ 
Min. Object Distance 0.5m (1.64ft)
Lens Type Fixed
Mount Type Board type
PAN / TILT / ROTATE
Pan / Tilt / Rotate Range 0° ~ 350° / 0° ~ 67° / 0° ~ 355°
OPERATIONAL
IR Viewable Length 15m (49.21ft)
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night True Day & Night
Backlight Compensation Off / BLC 	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max. 1fps at 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768,  

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Built-in mic

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL
Operating Temperature / Humidity -10°C ~ +55°C (+14°F ~ +131°F) / Less than 90% RH
Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 5.9W 
MECHANICAL
Color / Material Ivory / Plastic
Dimensions (WxH) Ø110.0 x 86.0mm (Ø4.33" x 3.39")
Weight 245g (0.55 lb)

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 
	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).

* The latest product information / specification can be found at www.samsungsecurity.com

SND-L6013R
2Megapixel Full HD Network IR Dome Camera

FIRST EDITION 03-2015

Accessories (Optional)

SBP-300LMSBP-301HM7 SBP-300CM SBP-300WM1 SBP-300WM SBP-300B SBP-300PM SBP-300KM
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Dimensions Unit : mm (inch)

Key Features

• Max. 1.3M (1280 x 1024) resolution 
• 16 : 9 HD (720P) resolution support 
• 2.8 ~ 12mm (4.3x) varifocal lens
• 0.04Lux@F1.4 (Color), 0Lux@F1.4 (B/W : IR LED on) 
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 
• micro SD/SDHC memory slot, PoE 
• IR viewable length 15m
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)

SND-L5083RN/P

VIDEO
Imaging Device 1/3" 1.37M CMOS
Total Pixels 1,312(H) x 1,069(V)
Effective Pixels 1,305(H) x 1,049(V)
Scanning System Progressive

Min. Illumination Color : �0.04Lux (1/30sec, F1.4), 0.001Lux (2sec, F1.4)    
B/W : 0Lux (IR LED on)

LENS
Focal Length (Zoom Ratio) 2.8 ~ 12mm (4.3x) varifocal
Max. Aperture Ratio F1.4

Angular Field of View H : 88.2˚(Wide) ~ 28.6˚(Tele) / V : 69.4˚(Wide) ~ 23.0˚(Tele) / 
D : 117.3˚(Wide) ~ 36.2˚(Tele)

Min. Object Distance 0.5m (1.64ft)
Focus Control Manual
Lens Type DC auto iris
Mount Type Board type
PAN / TILT / ROTATE
Pan / Tilt / Rotate Range 0° ~ 350° / 0° ~ 67° / 0° ~ 355°
OPERATIONAL
IR Viewable Length 15m (49.21ft)
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night True Day & Night
Backlight Compensation Off / BLC	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution �1280 x 1024, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max. 1fps at 1280 x 1024, 1280 x 960, 1280 x 720, 1024 x 768,  

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Built-in mic

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL
Operating Temperature / Humidity -10°C ~ +55°C (+14°F ~ +131°F) / Less than 90% RH
Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 5.4W 
MECHANICAL
Color / Material Ivory / Plastic
Dimensions (WxH) Ø119.8 x 98.8mm (Ø4.72" x 3.89")
Weight 290g (0.64 lb)

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 
	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).

* The latest product information / specification can be found at www.samsungsecurity.com

SND-L5083R
1.3Megapixel HD Network IR Dome Camera

PRELIMINARY

Accessories (Optional)

SBP-300LMSBP-301HM4 SBP-300CM SBP-300WM1 SBP-300WM

SBP-300B

SHD-3000F2

SBP-300PM

SBP-300KM
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SNV-L6083RN/P

VIDEO
Imaging Device 1/2.9" 2.19M CMOS 
Total Pixels 2,000(H) x 1,121(V)
Effective Pixels 1,984(H) x 1,105(V)
Scanning System Progressive

Min. Illumination Color : �0.095Lux (1/30sec, F1.4), 0.002Lux (2sec, F1.4)      
B/W : 0Lux (IR LED on)

LENS
Focal Length (Zoom Ratio) 2.8 ~ 12mm (4.3x) varifocal
Max. Aperture Ratio F1.4

Angular Field of View H : 103.8˚(Wide) ~ 32.4˚(Tele) / V : 53.7˚(Wide) ~ 18.4˚(Tele) /
D : 121.9˚(Wide) ~ 37.1˚(Tele)

Min. Object Distance 0.5m (1.64ft)
Focus Control Manual
Lens Type DC auto iris
Mount Type Board type
PAN / TILT / ROTATE
Pan / Tilt / Rotate Range 0° ~ 350° / 0° ~ 67° / 0° ~ 355°
OPERATIONAL
IR Viewable Length 20m (65.62ft)
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night True Day & Night
Backlight Compensation Off / BLC 	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max. 1fps at 1920 x 1080, 1280 x 960, 1280 x 720, 1024 x 768,  

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Line in

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL

Operating Temperature / Humidity -30°C ~ +55°C (-22°F ~ +131°F) / Less than 90% RH
*Start up should be done at above -20°C (-4°F)

Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
Ingress Protection IP66 
Vandal Resistance IK10
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 5.8W 
MECHANICAL
Color / Material Ivory / Metal
Dimensions (WxH) Ø137.0 x 106.1mm (Ø5.39" x 4.18") 
Weight 670g (1.48 lb)

* The latest product information / specification can be found at www.samsungsecurity.com

Dimensions Unit : mm (inch)

Key Features

• Max. 2M (1920 x 1080) resolution
• 2.8 ~ 12mm (4.3x) varifocal lens
• 0.095Lux@F1.4 (Color), 0Lux@F1.4 (B/W : IR LED on)
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 
• micro SD/SDHC memory slot, PoE 
• IR viewable length 20m, IP66, IK10
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 
	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).
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SNV-L6083R
2Megapixel Full HD Vandal-Resistant 
Network IR Dome Camera

FIRST EDITION 03-2015

Accessories (Optional)

SBP-300LMSBP-301HM2 SBP-300CM SBP-300WM1 SBP-300WM

SBP-300B

SHD-3000F3

SBP-300PM

SBP-300KM
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SNV-L5083RN/P

VIDEO
Imaging Device 1/3" 1.37M CMOS 
Total Pixels 1,312(H) x 1,069(V)
Effective Pixels 1,305(H) x 1,049(V)
Scanning System Progressive

Min. Illumination Color : �0.04Lux (1/30sec, F1.4), 0.001Lux (2sec, F1.4)    
B/W : 0Lux (IR LED on)

LENS
Focal Length (Zoom Ratio) 2.8 ~ 12mm (4.3x) varifocal
Max. Aperture Ratio F1.4

Angular Field of View H : 88.2˚(Wide) ~ 28.6˚(Tele) / V : 69.4˚(Wide) ~ 23.0˚(Tele) / 
D : 117.3˚(Wide) ~ 36.2˚(Tele)

Min. Object Distance 0.5m (1.64ft)
Focus Control Manual
Lens Type DC auto iris
Mount Type Board type
PAN / TILT / ROTATE
Pan / Tilt / Rotate Range 0° ~ 350° / 0° ~ 67° / 0° ~ 355°
OPERATIONAL
IR Viewable Length 20m (65.62ft)
Camera Title Off / On (Displayed up to 15 characters)	
Day & Night True Day & Night
Backlight Compensation Off / BLC	
Contrast Enhancement SSDR (Samsung Super Dynamic Range) (Off / On)	
Digital Noise Reduction SSNR (Off / On)	
Motion Detection Off / On (4ea rectangular zones)
Privacy Masking Off / On (6ea rectangular zones)
Gain Control Off / Low / Middle / High 
White Balance ATW / AWC / Manual / Indoor / Outdoor
LDC (Lens Distortion Correction) Off / On (5 levels with min / max)
Electronic Shutter Speed Minimum / Maximum / Anti flicker 
Flip / Mirror Flip / Mirror / Hallway view
Intelligent Video Analytics Motion detection with metadata, Tampering
Alarm Triggers Motion detection, Tampering detection, SD card error, NAS error
Alarm Events File upload via FTP and E-mail, Local storage recording at event, Notification via E-mail
NETWORK
Ethernet RJ-45 (10/100BASE-T)
Video Compression Format H.264, MJPEG

Resolution �1280 x 1024, 1280 x 960, 1280 x 720, 1024 x 768, 
800 x 600, 720 x 576, 640 x 480, 320 x 240

Max. Framerate
H.264 : Max. 30fps at all resolutions
MJPEG : �Max. 1fps at 1280 x 1024, 1280 x 960, 1280 x 720, 1024 x 768,  

Max. 15fps at other resolution
Video Quality Adjustment H.264 : Target bitrate level control, MJPEG : Quality level control
Bitrate Control Method H.264 : CBR or VBR, MJPEG : VBR
Streaming Capability Multiple streaming (Up to 3 profiles)
Audio I/O Line in

Audio Compression Format G.711 u-law / G.726 selectable
G.726 (ADPCM) 8KHz, G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Audio Communication Uni-directional audio
IP IPv4, IPv6

Protocol TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP, RTSP, NTP, HTTP, HTTPS, SSL, DHCP, PPPoE, FTP, 
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS, QoS, PIM-SM, UPnP, Bonjour 

Security HTTPS(SSL) login authentication, Digest login authentication
IP address filtering, User access log, 802.1x authentication

Streaming Method Unicast / Multicast
Max. User Access 6 users at unicast mode

Storage
micro SD/SDHC max. 32G, NAS 
- Motion images recorded in the SD memory card can be downloaded
- Manual recording at local PC

Application Programming Interface ONVIF Profile S, G, SUNAPI (HTTP API)

Webpage Language
English, French, German, Spanish, Italian, Chinese, Korean, Russian, Japanese, 
Swedish, Danish, Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, 
Croatian, Hungarian, Greek, Norwegian, Finnish

Web Viewer

Supported OS : Windows XP / VISTA / 7 / 8 / 8.1, MAC OS X 10.7 ~ 10.10
Supported Browser : �Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 35),  

Google Chrome (Ver. 15 ~ 40),  Apple Safari (Ver. 8.0.2(Mac OS X 10.10), 
7.0.6(Mac OS X 10.9), 6.0.2 (Mac OS X 10.8, 10.7 only), 5.1.7)  
* Mac OS X only

Central Management Software SmartViewer
ENVIRONMENTAL

Operating Temperature / Humidity -30°C ~ +55°C (-22°F ~ +131°F) / Less than 90% RH
*Start up should be done at above -20°C (-4°F)

Storage Temperature / Humidity -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH
Ingress Protection IP66 
Vandal Resistance IK10
ELECTRICAL
Input Voltage / Current PoE (IEEE802.3af, Class2)
Power Consumption Max. 5.8W 
MECHANICAL
Color / Material Ivory / Metal
Dimensions (WxH) Ø137.0 x 106.1mm (Ø5.39" x 4.18") 
Weight 670g (1.48 lb)

* The latest product information / specification can be found at www.samsungsecurity.com

Dimensions Unit : mm (inch)

Key Features
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• Max. 1.3M (1280 x 1024) resolution 
• 16 : 9 HD (720P) resolution support 
• 2.8 ~ 12mm (4.3x) varifocal lens
• 0.04Lux@F1.4 (Color), 0Lux@F1.4 (B/W : IR LED on) 
• 30fps@all resolutions (H.264) 	
• H.264, MJPEG dual codec, Multiple streaming 	
• Motion detection, Tampering 
• micro SD/SDHC memory slot, PoE 
• IR viewable length 20m, IP66, IK10
• Hallway view support (Rotate 90˚/270˚)
• LDC support (Lens Distortion Correction)

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, 
	 mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur 
	 when a memory card reaches end of life, which varies according to operational conditions. 
	 No guarantee is given against damage (including passive damage).

SNV-L5083R
1.3Megapixel HD Vandal-Resistant 
Network IR Dome Camera

PRELIMINARY

Accessories (Optional)

SBP-300LMSBP-301HM2 SBP-300CM SBP-300WM1 SBP-300WM

SBP-300B

SHD-3000F3

SBP-300PM

SBP-300KM
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SAMSUNG TECHWIN CO., LTD.  
6, Pangyo-ro 319beon-gil, Bundang-gu, Seongnam-si, 

Gyeonggi-do, SEOUL 463-400 Rep. of KOREA 

Tel : +82-70-7147-8753, 8764  Fax : +82-31-8018-3740    

www.samsungsecurity.com

SAMSUNG TECHWIN CO., LTD.  
Dubai Branch Office
Arenco Tower-803, Opposite American University of Dubai

Dubai Media City, Dubai, UAE.

Tel : +971-4-447-8601  Fax : +971-4-447-8666

www.samsungsecurity.com

SAMSUNG TECHWIN EUROPE LTD.
2nd Floor, No. 5 The Heights, Brooklands, Weybridge, Surrey, 

KT13 0NY, UK

Tel : +44-1932-82-6700  Fax : +44-1932-82-6701 

www.samsungsecurity.co.uk

SAMSUNG TECHWIN AMERICA Inc.
100 Challenger Rd. Suite 700 Ridgefield Park, NJ 07660

Toll Free : +1-877-213-1222  Direct : +1-201-325-6920  

Fax : +1-201-373-0124 

www.samsung-security.com

SAMSUNG TECHWIN AMERICA Inc. 
Latin America Branch Office
5200 Blue Lagoon Dr. Ste 210, Miami, FL, 33126

Tel : +1-305-728-0975  Fax : +1-305-351-8900

www.samsung-security.com

SHANGHAI SAMSUNG TECHWIN CO., LTD.
32F, Blk B, New  Caohejing International Business Center, 

No. 391 Guiping Rd., Shanghai, China, 200233

Tel : +86-21-5427-1155  Fax : +86-21-5423-5122

www.samsungsecurity.cn

ⓒ 2015 SAMSUNG TECHWIN CO., LTD. ALL RIGHTS RESERVED.

DESIGN AND SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE

Under no circumstances, this document shall be reproduced, distributed or changed, 

partially or wholly, without formal authorization of Samsung Techwin Co., Ltd..

iPOLiS, WiseNet, LiteNet, SSNR are trademarks of Samsung Techwin Co., Ltd.

The Power of Simplicity


