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General

Foreword

This manual introduces the functions and operations of the network speed dome and PTZ camera

(hereinafter referred to as "the Device").

Safety Instructions

The following signal words might appear in the manual.

Signal Words

Meaning

A DANGER

Indicates a high potential hazard which, if not avoided, will result in
death or serious injury.

AWARNING

Indicates a medium or low potential hazard which, if not avoided,
could result in slight or moderate injury.

A CAUTION

Indicates a potential risk which, if not avoided, could result in
property damage, data loss, reductions in performance, or
unpredictable results.

A
Atad ESD

Electrostatic Sensitive Devices.
Indicates a device that is sensitive to electrostatic discharge.

Provides methods to help you solve a problem or save time.

Provides additional information as a supplement to the text.

Revision History

Revision Content

Release Time Revision Content

V3.0.3

Added sleep mode function. January 2022

V3.0.2

0 Updated illuminator function.

0 Added legal information September 2021

function.

V3.0.1

Added Configuring User Group

function. July 2021

V3.0.0

0 Modified overlay, audio, network
settings, and destination sections.

0 Added Bluetooth settings,
construction monitoring, battery
exception, screen off settings,
emergency maintenance, life
statistics, and battery status
sections.

March 2021

V2.0.2

Added the note to provide
international calling codes for 4G
models.

June 2020
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Revision Content Release Time Revision Content
Updated OSD info, TCP/IP and smart .

V2,01 plan, and delete life statistics. April 2020
Added some functions of the

v2.0.0 Baseline, and refine the whole January 2020
manual.

YRR Upda'Fed some functions of the September 2019
Security Baseline.

V1.0.0 First release. May 2018

Privacy Protection Notice

As the device user or data controller, you might collect the personal data of others such as their face,

fingerprints, and license plate number. You need to be in compliance with your local privacy

protection laws and regulations to protect the legitimate rights and interests of other people by

implementing measures which include but are not limited: Providing clear and visible identification

to inform people of the existence of the surveillance area and provide required contact information.

Interface Declaration

This manual mainly introduces the relevant functions of the device. The interfaces used in its

manufacture, the procedures for returning the device to the factory for inspection and for locating

its faults are not described in this manual. Please contact technical support if you need information

on these interfaces.

About the Manual

(o]

The manual is for reference only. Slight differences might be found between the manual and the
product.

We are not liable for losses incurred due to operating the product in ways that are not in
compliance with the manual.

The manual will be updated according to the latest laws and regulations of related jurisdictions.
For detailed information, see the paper user’s manual, use our CD-ROM, scan the QR code or visit
our official website. The manual is for reference only. Slight differences might be found between
the electronic version and the paper version.

All designs and software are subject to change without prior written notice. Product updates
might result in some differences appearing between the actual product and the manual. Please
contact customer service for the latest program and supplementary documentation.

There might be errors in the print or deviations in the description of the functions, operations
and technical data. If there is any doubt or dispute, we reserve the right of final explanation.
Upgrade the reader software or try other mainstream reader software if the manual (in PDF
format) cannot be opened.

All trademarks, registered trademarks and company names in the manual are properties of their
respective owners.

Please visit our website, contact the supplier or customer service if any problems occur while
using the device.

If there is any uncertainty or controversy, we reserve the right of final explanation.
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Important Safeguards and Warnings

This section introduces content covering the proper handling of the Device, hazard prevention, and

prevention of property damage. Read carefully before using the Device, comply with the guidelines

when using it, and keep the manual safe for future reference.

Operation Requirements

A\
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0

Make sure that the power supply of the device works properly before use.

Do not pull out the power cable of the device while it is powered on.

Only use the device within the rated power range.

Transport, use and store the device under allowed humidity and temperature conditions.
Prevent liquids from splashing or dripping on the device. Make sure that there are no objects
filled with liquid on top of the device to avoid liquids flowing into it.

Do not disassemble the device.

Installation Requirements

A WARNING

O« O«

O«

Connect the device to the adapter before power on.

Strictly abide by local electrical safety standards, and make sure that the voltage in the area is
steady and conforms to the power requirements of the device.

Do not connect the device to more than one power supply. Otherwise, the device might become
damaged.

A\
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Observe all safety procedures and wear required protective equipment provided for your use
while working at heights.

Do not expose the device to direct sunlight or heat sources.

Do not install the device in humid, dusty or smoky places.

Install the device in a well-ventilated place, and do not block the ventilator of the device.

Use the power adapter or case power supply provided by the device manufacturer.

The power supply must conform to the requirements of ES1 in IEC 62368-1 standard and be no
higher than PS2. Note that the power supply requirements are subject to the device label.
Connect class | electrical appliances to a power socket with protective earthing.
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1 Network Configuration

1.1 Network Connection

To view the web page on your PC, connect the Device to the PC first. There are mainly two
connection modes between the Device and PC.

[

The models presented in the figures are for reference only, and the actual product shall prevail.

Figure 1-1 Direct connection by using a network cable

-

Network Cable

or

( )
@
Network PTZ Network Speed Computer

Camera Dome

Figure 1-2 Connection by using a switch or router

Router or Switch

Network
Cable

Network
Cable

or = ]
CL:

Network PTZ  Network Speed

Camera Dome Computer

All devices have the same IP address (192.168.1.108 by default) when they are delivered out of
factory. To make the Device get access to network smoothly, plan available IP segment reasonably
according to practical network environment.

1.2 Log in to the Web Page

1.2.1 Device Initialization

For first-time use or after you have restored the Device to defaults, you need to initialize the Device

by performing the following steps.

Step1  Open the browser, enter the IP address of the Device in the address bar, and then press the
Enter key.
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Step2  Set the Country/Region, Language and Video Standard, and then click Save.

Figure 1-3 Country/region setting

Country/Region Setting

Country/Region Australia v
Language English [:]
Video Standard PAL (-]

Save

Step3  Configure time parameters, and then click Next.

Figure 1-4 Time zone setting

Time Zone Setting

Date Format YYYY-MW-DD [~]
Time Zone {UTC+04:30) Kabul [~]
Current Time 2019-02-27  [F| 13 51 36
It will be maodified as 2019-02-27 10:21:36

Step4  Set the password for admin account, and then click Save.
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Figure 1-5 Device initialization

Device Initialization

Usermame

Password

Confirm Password

Email Address

admin

Use a password that has 8 to 32 characters, it can be a combination of letter(s),
number(s) and symbaol{s) with at least two kinds of them.(please do not use special

symbols like"" ;- &)

I |

To reset password, please input properly or update in time.

Save

Table 1-1 Device initialization parameter description

Parameter Description
Username It is admin by default.
The password should consist of 8 to 32 non-blank characters and contain
at least two types of characters among upper case, lower case, number,
Password and special characters (excluding '"; : &). Set a high security password

according to the prompt of password strength. Make sure that the new
password is the same as the confirming password.

Confirm Password

Enter the confirming password that shall be the same as the password
you entered.

Email Address

Set the email address which is used to reset password.

[

Email address is enabled by default. You can disable the function as
needed.

Step5 Select | have read and agree to all terms checkbox, and then click Next.
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Figure 1-6 End-user license agreement

End-User License Agreement

DAHUA SOFTWARE LICENSE AGREEMENT i

m

1. PREAMBLE

IMPORTANT MOTICE., PLEASE READ CAREFULLY:

1.1 This Agreement is a Software License Agreement between you and Zhejiang Dahua Technology Co..Ltd. (hereinafter referred to as
"Dahua"). Please read this software license agreement (Agreement) carefully before using the Software. By using Dahua Software, you
are deemed to agree to be bound by the terms of this Agreement. If you do not agree to the terms of this Agreement, please do not install
or use the Software, and click the "disagree" button(If there is any provision for "agree" or "disagree"). If the Software you get is
purchased as part of Dahua device, and you do not agree to the terms of this Agreement, you may return this device/Software within the
return period to Dahua or authorized distributor where you purchased from for a refund, but it should be subject to the Dahua's return
policy.

1.2 Consent to use of data

Cerain funcfinns like nnshinn nndate informatinn mav rennire informatinn from vour Device tn nrovide corresnnndinn senvicres \When von -

[ 1 have read and agree to all terms

Step 6  Select P2P checkbox, and then click Next.

Figure 1-7 P2P page
P2P

v PP

To assist you in remotely managing your device, the P2P will be enabled. After enabling P2P and connecting to Internet, we need to
collect IP address, MAC address, device name, device SN, etc_ All collected info is used only for the purpose of remote access. If you

don't agree to enable P2P function, please deselect the check box.

Scan and Download APP

Step7 Select P2P checkbox, and then click Next.
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P2P

o

Step 8

Figure 1-8 P2P page

P2P
To assist you in remotely managing your device, the P2P will be enabled. After enabling P2P and connecting to Internet, we need to
collect IP address, MAC address, device name, device SN, etc. All collected info is used only for the purpose of remote access. If you

don't agree to enable P2P function, please deselect the check box.

Scan and Download APP

Scan the QR code on the page, download the app, and then finish configurations
according to the instructions on your mobile device. After that, click Next.

The Online Upgrade page is displayed.

Figure 1-9 Online upgrade

Online Upgrade

"

Step 9

Auto-check for updates

Automatically notify me when updates are available. The system checks for updates daily.

To inform you of the latest firmware upgrades for your device, we need to collect device info such as IP address, device name, firmware

version, device SN, etc. All collected info is used only for the purposes of verifying device validity and pushing upgrade notifications.

Select Auto-check for updates checkbox.
After the function is enabled, the Device will check for updates once a day automatically.
There will be system notice if any update is available.

Step 10 Click Next, and the login page is displayed.
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Figure 1-10 Login page

Username:

Password:

Cancel

1.2.2 First-time Login

You need to download and install the plug-in for the first-time login.

Step1  Open the browser, enter the IP address of the Device in the address bar, and then press
Enter.

Step2  Enter the username and password, and then click Login.

0 If you enter the wrong password for 5 times, the account will be locked for 5 minutes.
After the locked time, you can log in to the web page again.
0 You can set the number of allowed password attempts and locked time in "5.5.12.3
lllegal Access".
Step3  Download and install the plug-in according to the on-screen instruction after logging in to
the web page.
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Figure 1-11 Install the plug-in

aJhua -
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PTZ Control  Joystick

000
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000

Speed(1-8):

o= Q

© Please click here to download and install the plug-in Q Focus e

1

& o E Lt o - A |

Step4  After the plug-in is installed, the web page will be refreshed automatically, and the video is
displayed on the Live page.

Figure 1-12 Live page
@Jhua
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PTZ Control

000
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000
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PTZ Function

1~5

1
e [ e

%D o

The Live page shown in the manual is for reference only, and functions might be different

depending on the model.

1.2.3 Device Login

Step1  Open the browser, enter the IP address of the Device in the address bar, and then press
Enter.
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Figure 1-13 Device login

Username:

Password:

Cancel

Step2  Enter the username and password, and then click Login.
The video is displayed on the Live page.

0 If you enter the wrong password for 5 times, the account will be locked for 5 minutes.
After the locked time, you can log in to the web page again.
0 You can set the number of allowed password attempts and locked time. For details, see

"5.5.12.3 lllegal Access".

1.2.4 Resetting Password

If you forget the password of the admin user, you can set the password through the provided email

address.

[11
Before resetting the password, you need to provide the email address in advance. For details, see
"1.2.1 Device Initialization" or "5.7.3.2 System Service".
Step1 Open the browser, enter the IP address of the Device in the address bar, and then press
Enter.
The Login page is displayed.
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Figure 1-14 Login

Username:

Password:

Cancel

Step2  Click Forgot password?, and the Prompt page is displayed.

Figure 1-15 Prompt
Prompt

a In order to provide a secure password reset environment, we need to collect your e-mail address, device MAC address, device SN, etc.

All collected info is used only for the purposes of verifying device validity and sending a security code to you. Do you agree and want to continue

the operation?

o< [Locme_]

Step3  Click OKto reset the password.
The Reset the password (1/2) page is displayed.

A\

If you click OK, your email address, MAC address, device serial number, and other
information might be collected.
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Figure 1-16 Reset the password (1)

Reset the password(1/2)

Option 1. Please download DMSS and then from
More-Reset Device Password, scan the left QR

Option 2. Please use an APP to scan the left QR
code to get encryption strings. And then send the
strings fo support_rpwd@global dahuatech.com.

SN: % me
QR code:
Note(For admin only):
code.
The security code will be delivered to
Security code:
| Cancel | | Next |
Step4  Scan the QR code on the actual page according to the instructions, and then enter the
security code received in the mailbox.
Reset the password with the security code you received within 24 hours, otherwise the
code will be invalid.
Step5  Click Next.

The Reset the password (2/2) page is displayed.

Figure 1-17 Reset the password (2)

Reset the password(2/2)

Username admin

Password

The minimum pass phrase length is 8 characters

Use a password that has 8 to 32 characters, it
can be a combination of letter(s), number(s) and
symbol(s) with at least two kinds of them.(please

do not use special symbols like " - &)

Confirm Password

| Cancel

Save

Step6  Set the password of the admin user again.

10



@/hua

User's Manual

[

The password should consist of 8 to 32 non-blank characters and contain at least two types
of characters among upper case, lower case, number, and special characters (excluding'"; :
&). Set a high security password according to the prompt of password strength.

Step7 Click Save.

11
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2 Live

Click the Live tab, and the Live page is displayed.

Figure 2-1 Live page

IP PTZ Camera

Table 2-1 Function bars description

No. Description

1 Encoding setting

2 Video window adjustment
3 System menu

4 Video window functions

5 PTZ configuration

6 PTZ status

2.1 Encoding Setting

Click ~, and then select the stream as needed.

Some devices do not support two sub streams.

Figure 2-2 Encoding setting

Sub Stream 1 Sub Stream 2 Protocol M3 b

Table 2-2 Description of encoding setting parameter

Parameter Description

It has large bit stream value and image with high resolution, but requires

Main Stream large bandwidth. This option can be used for storage and monitoring.

Sub Stream 1 It has small bit stream value and smooth image, and requires little

12
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Parameter Description

bandwidth. This option is normally used to replace main stream when

Sub Stream 2 bandwidth is not enough.

Select a protocol for video monitoring. The supported protocols include
Protocol TCP (Transmission Control Protocol), UDP (User Datagram Protocol), and
Multicast.

2.2 Video Window Adjustment

This section introduces the adjustment of video window.

Figure 2-3 Video window adjustment

& o 2 B +o ER N

Table 2-3 Description of Video window adjustment parameter

No. Parameter Description

Click this button, and the Image Adjustment interface is
. displayed on the right side of the Live interface. You can
1 Image Adjustment h .
9 Ju adjust parameters such as brightness, contrast, hue, and

saturation on the interface.

2 Original Size Adjust the video image to original size.

3 Full Screen Click this button, and the video is displayed in full screen. To
exit full screen, double-click the screen or press the Esc key.

4 W:H Adjust the video image to original ratio or a proper window.

5 Fluenc Click this button, and you can select Realtime, General, or

y Fluent. General is selected by default.

Click this button, and smart rules are displayed on the Live

6 Rules Info interface after the function is enabled. The function is enabled
by default.

7 P17 Click this button, and PTZ configurations are displayed on the
Live interface after the function is enabled.
Click this button, and images are displayed on the screen. See

8 Face .
Figure 2-8.
Click this button, and information about motor vehicles,

9 Video Metadata non-motor vehicles, and people is displayed on the screen in
real time. See Figure 2-11.

S Click this button to enable anti-aliasing, and then aliasing can

10 Anti-aliasing . . .

be avoided when video windows are small.

13
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No. Parameter Description
Click this button, and a panorama window is displayed on the
11 Panorama Live interface. You can perform operations such as

positioning, calling presets, and setting tours.

Image Adjustment

This section introduces the adjustment of image.

Figure 2-4 Image adjustment

Image Adpustment

O- @m—f)—Eac4
Oa—f)—ns

$E—)—nc
- B—)—m6

Table 2-4 Image adjustment parameter description

Parameter

Description

Adjust the image brightness.

Adjust the image contrast.

Adjust the image hue.

R = E

Adjust the image saturation.

Reszet

Restore brightness, contrast, saturation and hue to default values.

Only brightness, contrast, hue, and saturation of live view image on the web interface can be
adjusted with this function. To adjust the brightness, contrast, hue, and saturation of the Device, you

can go to Setting > Camera > Conditions.

14
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Panorama

Figure 2-5 Panorama interface

0 You can perform positioning in this window by drawing a box with the left mouse button. The
located area is displayed on the Live interface and enlarged.

O«

After you click Refresh, the Device rotates from 0 to 360 degrees horizontally and from 6 to 65
degrees vertically to obtain a new panoramic image.

You can adjust the size of the panoramic image by dragging the screen ratio bar =

O¢

O¢

You can click | Frezet | to call a corresponding preset on the right side of the window. For how

to set a preset, see "5.4.2.1 Preset".

Figure 2-6 Preset

D e

0 You can click to call a corresponding tour on the right side of the window. For how to
set a tour, see "5.4.2.2 Tour".
Figure 2-7 Tour

Face

Face recognition result is displayed on the left side, and the captured face image and attributes are
displayed on the right side.

15
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Figure 2-8 Face

i) soosieant | s suonz G LD TO®Y

2-26 14:46:32

face images in the database, and the similarities between them. After you click the image the
attributes and details are displayed.

Figure 2-9 Face recognition result display
Moreinfo [

Alarm Info Face Database:
Similarity: 93
Tima: 2018-10-17 12:04:20

Ager Young Gender Mgk
Expressionc  Nommal Glasses: Mo
Moulh Mask. Mo Beard. Mo
Marelnto
ﬂ M e
Date of Birth:  WUnknown Gender  Linkmown
]

I‘ Type: Unknown ID Mo Unénawn

0 Face and attributes display area: Displays the captured small face pictures and information such
as gender, age, and expression. After you click the picture, the details are displayed.
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Figure 2-10 Face and attributes display

Moreinto | X |
Alarmn Indio Time: 20181017 120526
Alinbule
Ages Young Gender Femals
Expression:  Momal Glazsses. Genaral
Mouth Mask: Na Beard MNa

Video Metadata

Motor vehicle information is displayed on the right side, and the information about human and
non-motor vehicles is at the bottom of the interface. For details, see "5.5.10 Video Metadata".

Figure 2-11 Video metadata

)
Paople’ 448

P.189

2.3 System Menu

To access a page, click the corresponding tab on the system menu.

Figure 2-12 System menu

[ tve | payoack | seting | mam | Logout |

2.4 Video Window Functions

This section introduces the function of video window.
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Figure 2-13 Video window function buttons

Flod cORBENO® S

Table 2-5 Description of video window function button

No. Parameter Description

Click this button to select wiper operation.

0 Start: Click this button, and the wiper starts and waves
continuously.

1 Wiper Control 0 Stop: Click this button, and the wiper is turned off and

stops waving.

O«

Once: Click this button, and the wiper starts and waves
from left to right for one time.

Click this button, right-click on the Live interface, and the
function menu is displayed. See Figure 2-14. You can add
information on the Live interface, and also manage added
comments.

2 Mark 0 Add info: Select Add Info from the pop-up menu, and
enter the comment. For the interface, see Figure 2-15.

0 Manage comments: Select Info Management from the
pop-up menu to display, hide, or delete added comments.
For the interface, see Figure 2-16.

Click the button, draw a box with the mouse on the live view,
3 Regional Focus and then the Device will automatically focus on the area in the
box.

Click the button, and an alarm will be triggered. When an
4 Relay-out alarm is triggered, the icon turns red; and when an alarm is
canceled, the icon turns grey.

Click the button, and you can drag the live view by pressing
5 Gesture Control and holding the left mouse button to control PTZ; and you can
also zoom in or out through the mouse wheel.

0 Click the button, and then select an area in the live view to
zoom in; right-click on the image to restore to the original
status. In enlarged status, drag the image to check other

6 Digital Zoom
area.
0 Click the button, and then scroll the mouse wheel in the
live view to zoom in or out.
Click the button to capture one image of the current image,
7 Snapshot and it will be saved to the live snapshot storage path set in

"5.1.2.5 Path."
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No.

Parameter

Description

Triple Snapshot

Click the button, and three images of the current image are
captured with one snapshot per second. These snapshots will
be saved to the live snapshot storage path set in "5.1.2.5 Path."

Record

Click the button to record videos. The recording will be saved
to the live recording storage path setin "5.1.2.5 Path."

10

Manual Track

Click the button and select any area by dragging the left
mouse button in the video window; the Device tracks objects
in this area intelligently.

11

Audio

Click the button to enable or disable audio output of the
monitoring stream.

|.-..—_|

Before using the function, you need to enable the audio of the
corresponding stream in Setting > Camera > Audio first.

12

Talk

Click the button to enable or disable the two-way audio.

TN T

P:278.4 T:6.5 Z:32

Figure 2-14 Mark—menu

@ TFLAGODBO®S

2019-11-29 17:18:47 000
o®o0
000

Speed(1-8)
e Zoom o
e Focus °

©-0

PTZ Function
-0

Figure 2-15 Mark—add comments

P:278.4 T:6.5 Z:32

2019-11-29 17:20:09

1111111

Cancel
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Figure 2-16 Mark—manage comments

2019-11-29 17:21:33

P:278.4 T:6.5 Z:32 e 5

2 Refresh ©Display yHide |ﬁ Delete

1111111
222222

2.5 PTZ Configuration

You can control PTZ by using the PTZ Control panel or joystick. You can also set preset, scanning,
and other functions in the PTZ Function area.

PTZ Control

Before using the PTZ Control panel, you need to set the PTZ protocol by selecting Setting > PTZ >
Protocol.
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Figure 2-17 PTZ control

PTZ Control

Speed(1-8) | 3
=)
© oo @) mmi
© -0

Table 2-6 Description of PTZ control parameter

No. Parameter Description

There are 8 directions: Up, down, left, right, upper left,

! Direction Buttons upper right, lower left, and lower right.

Provides quick positioning function. Draw a box in the
2 Position live view with the mouse, and then the PTZ rotates to
and focuses on the selected area rapidly.

The changing speed of PTZ direction. The higher the

3 Speed value, the faster the speed.

4 Zoom/Focus/Iris Click to increase the value, and click B to

decrease the value.

Joystick

You can drag the middle button to simulate joystick operations to control device rotation. Speed,
zoom, focus, and iris configurations are the same as that of PTZ Control panel.
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PTZ Functions

Figure 2-18 Joystick

PTZ Control  Joystick

Speed(1-8):

© -~ O
6 Focus e
© - O

The PTZ supports multiple functions. Select a function, click | sat | or @ o | to start
using the function, and then click to stop using the function.

Figure 2-19 PTZ functions
PTZ Function

Tour W

Table 2-7 Description of PTZ function

Parameter Description

Scan Select Scan from the list, enter a scan number, and then click Start. The PTZ
starts scanning, and the default number is 1.

Preset Select Preset from the list, enter a preset number, and then click Go to. The
PTZ will rotate to the preset position.

Tour Select Tour from the list, enter a tour number, and then click Start. The PTZ
starts to tour.
Select Pattern from the list, enter a pattern number, and then click Start. The

Pattern
PTZ starts to pattern.
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Parameter Description

Reserved for special requirements.

Assistant L]
If necessary, enable this function under the guidance of professionals.

Pan Select Pan from the list, and then click Start. The PTZ starts to pan.

0 Select Go to from the list, enter horizontal angle value, vertical angle value
and zoom, and then click Go to. The Device will turn to the position you
Goto want.

0 One unit of the horizontal angle value or vertical angle value you enter
equals 0.1 degree.

Menu

Figure 2-20 Menu page
PTZ Function Menu

Table 2-8 Description of menu parameter

Parameter Description

Click the up and down buttons to select parameters, and click the left

Direction Buttons and right buttons to select parameter values.

OK Confirmation button.
Open Open the OSD menu.
Close Close the OSD menu.

Click Open to open the OSD menu. The OSD menu is displayed on the live view.

Figure 2-21 OSD menu

You can finish the following settings through the menu.
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O¢ O¢ O«

System management: For details, see "5.7 System Management”.

2.6 PTZ Status

On the Live page, the PTZ status is displayed at the lower right corner.
[1]

The function is available on select models.

Figure 2-22 PTZ status

When the PTZ lifespan is close to the threshold, a warning will be displayed on the Live page.
Figure 2-23 Warning (1)

Some functiors will be locked 20790314 08:12 42

IF PTZ Camera

i TEm-EE

Figure 2-24 Warning (2)

PTZ Longevity Wamning 207603142814 12

IP PTZ Camera

o ER M ol & ©
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3 Al Live

You can check the information of the detected human faces, human bodies, motor vehicles, and
non-motor vehicles.

This function is available on select models.

3.1 Al Live Page

Log in and click the Al Live tab.
Page might vary with different models.

Figure 3-1 Al live page

2010029 WOHR

ki

1
a
i
17
&
4
&
4
@

Table 3-1 Description of Al live page

No. Function

1 Live view

2 Snapshot display area

3 Information display area of detected targets
4 Statistics area of the detected targets

3.1.1 Information Display Area of Detected Targets

This area displays the information of the captured targets in real time.
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Figure 3-2 Information display of the detected targets
2019-10-29 15:05:32
2 r.  Female

Young

Normal

No

No

No

ki

2019-10-29 15:05:32
Female
Long Sleeves
Pants
Brown
No
No
No

3.1.2 Snapshot Display Area

This area displays the snapshots of the detected targets. Click any snapshot to view the information
of the detected target in information display area.

Figure 3-3 Snapshot display area

3.1.3 Statistics Area of the Detected Targets

This area displays the number of the captured target in real time.
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Figure 3-4 Statistics area of the detected targets

Table 3-2 Statistics area description of the detected targets

Icon Detected Target Description
Available detection items: Gender, age, expression,
,L Face
glasses, mouth mask, and beard.
TT Human Available detection items: Top, bottom, top color,

bottom color, bag, hat, and umbrella.

Available detection items: Vehicle type, vehicle body

A Non-motor vehicle
color, top, top color, occupancy, and hat.

Available detection items: License plate, vehicle body
color, vehicle type, vehicle logo, vehicle series,
sunshield, seatbelt, smoking, calling, ornament, and

. annual inspection mark.
E Motor vehicle
[1]

Up to 7 items can be selected at the same time for
motor vehicle detection.

% Settings Click the button to select the detection items.

3.2 Al Live Settings

Prerequisites
Select Setting > Event > Smart Plan, and then enable Face Detection, Face Recognition or Video
Metadata.
For the method to enable the function, see "5.5.4 Smart Plan". For the operations, see "5.5.7 Face
Recognition" or "5.5.10 Video Metadata".

Procedure

Step1  Click the Al Live tab.
The information display area of detected targets is on the right side; the snapshot display
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area is on the bottom; the statistics area of the detected targets is on the lower right

corner.

Figure 3-5 Al live page

018029 #05R

ki

2010-:0-2) #0532

Step2 Click 43  tosetthe detection items of the targets.

Figure 3-6 Detection items selection page

Face Detection (Select max 7 items.)

Age Express. .. Glasses

Human Detection (Select max 7 items )
Gender

Non-motor Vehicle Detection (Select max 7 item_

Vehicle...  Vehicle... Top Type  Top Color

Cycling... Hat

Motor Vehicle Detection (Select max 7 items.)

Omament

Step3 Click 4%  tocomplete the configuration.
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4 Playback

You can view the saved images and videos on the Playback page

[

Before using the function, you need to set the period, storage method, and record control of
recording and snapshot first. For details, see "5.6 Storage".
Click the Playback tab, and the Playback page is displayed.

Figure 4-1 Playback page

IP PTZ Camera

00000 O =0

Record Type [ A0 [ General W [ Event W G Alam - (9 Manl W [O2in [0 o 1O i O]

4.1 Video Playback

Select dav from the File Type list, and the video playback interface is displayed.

Figure 4-2 Video playback

00000 © -0

1

S [Rocord Type & A8 5 Gerera 8 & Evert @8 Auem

Table 4-1 Description of video playback parameter

No. Description
1 Video playing function bar
2 Progress bar
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Description

Recording types

Aucxiliary functions

Video playback file search and display area

Video clipping area

N | o bW

Progress bar time formats

4.1.1 Video Play Function Bar

This section introduces the function of video play function bar.

Figure 4-3 Video playing function bar

00000 O

Table 4-2 Description of video play function bar

No. Parameter Description

1 Play Play the video.

2 Stop Stop playing the video.
Play the next frame.

3 Next Frame [L]
You need to pause the playback before playing the next
frame.

4 Slow Slow down video playing.

5 Fast Speed up video playing.

6 Sound Mute or unmute the sound.

7 Volume Adjust the volume.

8 Rules Info C.Iick this buttop, and smgrt rules will be displayed on the
video playback interface if the smart rules are enabled.

4.1.2 Recording Type

Select a recording type, and then only files of the selected types will be displayed in the progress bar

and file list.
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Figure 4-4 Recording type
Record Type [ Al [ General @ [ Event W Alarm ¥ Manual H

4.1.3 Auxiliary Functions

This section introduces auxiliary function.

Figure 4-5 Auxiliary functions

Table 4-3 Description of auxiliary functions parameter

No. Parameter Description

0 Click the button, and then select an area in the live view
to zoom in; right-click on the image to restore to the

1 Digital Zoom original status. In zoomed-in status, drag the image to

check other areas.

0 Click the button, and then scroll the mouse wheel in the
live view to zoom in or out.

Click the button, and then you can take snapshots of the
2 Snapshot video in playback, and save them in the playback snapshot
path set in "5.1.2.5 Path".

4.1.4 Video Playback File Search and Display Area

This section introduces the operation of searching video playback file. There are videos and
snapshots on days with blue shading.

31



@/hua

User's Manual

Figure 4-6 Playback file (1)

File Type  [EV [~

Data Src  [EJeEll Ed

< Ed >

Sun Mon Tue Wen Thu Fri
11213 4] 506

8. 9 10 11 13
15 17 . 19 20

24 251 26 27
|

Table 4-4 Description of playback file parameter (1)

Parameter Description
) 0 To play back a recording, select dav.
File Type . ) )
0 To play back aimage, select jpg.
Data Src

The SD Card is used by default.

Click this button, and recordings or images of a certain type on
specific dates can be downloaded in batches.

|.-..—_|

The function is available on select models.

File list. Click this button, and the recording files on the selected day
will be displayed in the list.

4.1.4.1 Downloading Files in Batches

Step1 Click

=

The Batch Download interface is displayed.
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Figure 4-7 Batch download

Batch Download X
Type All Videos [~]
Start Time 20158-07-18 00 00 00 |End Time 2018-07-18 i 23: 589 : 89
I} Number File Size(Kb) Begin Time End Time File Type Download Progress
IR IEE
File Size: 0Kb
Type dav Iz‘
Step2  Configure batch download parameters.
Table 4-5 Description of batch download parameter
Parameter Description
Select the event type that triggers video recording. All Videos, General,
Type Event, Alarm, Manual, and Snapshot are selectable. It is All Videos by
default.
i;c;r;ﬂme/End Select the start time and end time for video searching.
File Type Select the video type. dav and mp4 are selectable. It is dav by default.
Path Click Browse, and set the saving path for video files. The default path is
C:\Users\admin\WebDownload\PlaybackRecord.
Step3  Click Search to search for the video files that meets the requirements.
Step4  Select the video, and then click Download.

The video files are downloaded and saved in the saving path.

[

You can select multiple files to download them.

4.1.4.2 Displaying File List

Step 1

Step 2

Click a day with blue shading, and recording file progress bar with different colors is
displayed on the time axis.

O«

Green: Represents general videos.

O«

Yellow: Represents motion detection videos.

O¢

Red: Represents alarm videos.

O«

Blue: Represents manually recorded videos.
Click anywhere on the progress bar, and the video will be played from that time.

33



@hua ,
TecHNaLoGY User's Manual

Figure 4-8 Progress bar

Step3  Click , and videos recorded on the selected day will be displayed in a list.

[

To play back a file in the list, double-click the file.

Figure 4-9 Playback file (2)

Table 4-6 Description of playback file parameter (2)

Parameter Description

Search all the recorded files from the start time to the end time on the
selected date.

Download Format There are two options: dav and mp4.

Click the download button, and the files will be saved to the storage
path set in "5.1.2.5 Path".

[

Downloading and playing video at the same time is not supported.
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