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Central hinged glass doorway for 1200 mm passageway

b Ps4

Central hinged glass doorway for 1200 mm passage

Allows continuous passage of up to 50 persons per
minute

Brushless motor

Designed for emergency cases
Integration with third party readers
SUS304 steel

Reference / Model CONAC-886 /| CONAC-886

Hinged glass door leaf for 1200 mm passage, central part with double motor
Quiet and smooth running

Elegant, high-end design

Built-in brushless motor

Fast and efficient: 40 ~ 50 persons per minute

Passage width: 1200 mm

Anti-pass-through mode (to prevent multiple people from passing through with a single authorisation)
4-pair infrared sensor

Locking electromagnets are only used when activated

Reader installation plate allows easy integration of third party readers
Compatible with all available recognition methods

Standard electrical interface for third party devices

Voice message
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Central hinged glass doorway for 1200 mm passageway

Reference / Model CONAC-886 /| CONAC-886

Designed for emergency cases

Pictogram on device indicates access permission and movement direction
Power rating of 50W

Operating temperature of -10°C ~ +60°C

Relative humidity 5% ~ 85%.

IP44 degree of protection

Cabinet made of stainless steel SUS304

Glass hinged panel

Body dimensions: 200 (W) x 1000 (H) x 1200 mm

Gross weight: 57 kg

Net weight: 55 kg



