HYU-1063
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HYUNDAI

4 in 1 5MP outdoor camera

=M~ Valueline «@we7 72C HOCVI™ HDTVI

HYUNDAI 4 in 1 camera
5MP@20ips, 4MP@25/30ips
Switchable 4 in 1 output

ICR, 0.01 lux, Smart IR 40m
2.7~13.5mm motorized optic
BLC, HLC, digital WDR, 2D-DNR
IP67, 3AXIS

12V DC/ PoC.at

Reference / Model

5 megapixel CMOS sensor

Digital resolution: 5MP, 4MP, 1080P

Frames per second: 20 fps @5MP, 25/30 fps @4MP, 25/30 fps @1080P
4-in-1 video output (switchable)

Day/night mode with removable mechanical filter (ICR)
0.01 lux F1.6 color /0 lux IR On

Smart IR up to 40 meters

2.7 ~ 13.5 mm motorized optics

Angle of view: 95°~26°(H), 72°~20°(V), 126°~33°(D)
Image modes: BLC, HLC, Global, Digital WDR, 2D-DNR.
Brightness and sharpness adjustment

Auto and manual white balance

Auto gain control
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HYU-1063
HYU-1063 HYUNDAI

4 in 1 5MP outdoor camera

Reference / Model HYU-1063 / HYU-1063

Power supply: 12V DC (x15%) / PoC.at (power over coax)
Power consumption: 8.7W (max.)

Operating temperature: -40°C ~ +60°C (-40°C ~ +60°C)
Relative humidity: <90% (no condensation)

IP67 degree of protection

Metal and plastic housing

Dimensions: 92 (W) x 84.5 (H) x 255.1 mm

Weight: 677 g

3AXIS: 0°~360°(PAN), 0°~90°(TILT), 0°~360°(Rotation)



