
HYU-1044

SF-VIK007-S-2ANALOG

2-wire video door entry kit

     

2-wire video door entry kit

Plug&Play, easy and cost-effective

Receives video calls and unlocks through the

 indoor station

7" TFT screen with 1024x600 resolution

2MP HD colour camera

Colour display, even in the dark

One-touch call with name tag

IP65 waterproof

Vandal resistant IK07

2 lock relays, power supply for one electric lock

 (up to 12V /1A).

Reference / Model HYU-1044 / SF-VIK007-S-2ANALOG

HYUNDAI video door station suitable for outdoor use

1x call button

2 MP fisheye camera with a viewing angle of 100°(H), 69°(V)

Night vision with white light supplement

WDR backlight

Built-in omni-directional microphone and loudspeaker

Adjustable volume

Tamper tamper

4 alarm inputs

2 exit request buttons

2 door contact inputs

2 door lock control ports

12V /1A power supply interface for door lock supply



HYU-1044

SF-VIK007-S-2ANALOG

2-wire video door entry kit

Reference / Model HYU-1044 / SF-VIK007-S-2ANALOG

Power supply: 48V DC, 0.5A

Power consumption: ≤12W

Operating temperature from -30°C ~ +60°C

Operating relative humidity 10% ~ 90% (non-condensing)

IP65 degree of protection

Vandal protection IK07

Dimensions: 82 (W) x 150 (H) x 23.5 mm

Surface installation

1x 2-wire WIFI monitor

7" TFT screen (1024x600)

6 touch buttons

Built-in omni-directional microphone and loudspeaker

Adjustable volume

Power supply: 48V DC

Power consumption: ≤5W

Operating temperature from -10°C ~ +55°C

Operating relative humidity 10% ~ 90% (non-condensing)

Indoor installation environment

Dimensions: 187 (W) x 137 (H) x 25.4 mm

Surface mounting


